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Cinema Downlight:

The fitting has a 36 LED array, and is a

24Volt DC, 3.5W fixed downlight.

Standard bezel colours are black or

white.

Adjustable Downlight:

Same electrical specifications as the

Cinema Downlight, but allows tilt

adjustment. Standard bezel colour is

black.

Recessed Lobby Light:

The Lobby Light is a recessed ceiling

fitting which projects a small pool of

light on to the floor from 3m up. It is a

24 Volt DC, 1W fitting.

Bulkhead Emergency Light:

This 18 LED light is a vandal resistant,

weatherproof light fitting designed for

surface mounting. It is rated at 2W, 24

Volt DC. It is generally used as an

emergency light in non public access

utility areas.

Hooded Downlight:

The 2 LED Hooded Downlight is also

referred to as an aisle light. It runs from

a 24 Volt DC supply and is not polarity

sensitive and consumes 0.5W. 
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Cinema Lighting Control Gear:

Complementing our LED lighting for Cinemas, we provide 

a range of power supplies which start with a small 5W device,

and include power supplies of 600W and beyond. Also

included are dedicated and programmable dimmer packs

and mains failure sensing switch-over gear. 

These LED systems are designed to interface with cinema

projection equipment and provide house and emergency

lighting as well as cleaner's lights, pagent lighting, and low

level step lighting.
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